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LCN 1260 Series Closer Sample Specification

Door Closers:

1. Door closers shall be LCN 1260 Series.

2.  Closers are to meet the following requirements;

A. ANSI/BHMA A156.4 Grade 1.

B. UL Listed for Fire Rated Doors.

C. UL 10C Positive Pressure.

D. ADA Compliant.

3.  Door closer cylinders shall be of high strength cast iron construction to provide low

            wear operating capabilities of internal parts throughout the life of the installation.

4.  Bearing type shall be full compliment.

5.  Closers shall be adjustable in sizes 1-5 and be non-handed.

6.  Main speed and latch speed regulation valves are to be staked.

7.  Closers are to have the option of Delayed Action.
8.  Provide closers with regular arm, parallel arm or top jamb mount as required to keep

corridors clear and for proper installation. Arms are to be provided extra duty, hold open, stop and spring cush as specified.

9.  All closers mounted on exterior openings are to be furnished with LCN’s special rust

inhibiting process (SRI).

10. Closers are to have the option of a slim line cover as specified.

11. Closers are to be provided with a standard or custom powder coat finish.

12. Closers shall not have pressure relief valves.
13. Supply all drop plates, shoe supports, blade stops, templates, etc. to properly

      Install closers according to manufacturer’s recommendations.  In replacement

      Installations closers shall utilize the “Quick Fix Kit” to cover existing holes.
14. Provide adjustable units complying with ANSI A117.1 provisions for door opening

      force and delayed action closing.

 15. Hydraulic Fluid:  All mechanical closers shall utilize temperature stable fluid capable

       of withstanding temperature ranges of 120 degrees F. to -30 degrees F. without

       requiring seasonal adjustment of closer speed to properly close the door.

 16. Closers shall have a 10 year warranty.
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