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Overview Features & Benefits
	• Capability to operate and control doors of up 

to 600 pounds

	• Power Assist and Push and Go to allow for easy 
manual operation

	• Auto Reverse on Closing to minimize potential 
damage from obstructions

	• Opening Speed and Force programmed 
separately for further customization

	• On-board power supply (24VDC Output) to power 
actuators, card readers, and safety circuits

	• Built-in support for up to four optional safety 
sensors

The LCN® 2810IQ Senior Swing is a heavy-duty electromechanical swing door 
operator. Designed for a concealed mount on single door applications, the 2810IQ 
can be configured with either a center or offset pivot arm, allowing flexibility for a 
variety of opening needs. 

When activated, this operator provides a smooth and seamless opening experience 
to accommodate those with accessibility needs or a pedestrian with their hands full. 
The 2810IQ can also be operated manually for regular pedestrian traffic and includes 
both Power Assist and Push n’ Go, which can be activated for an easy, smooth 
manual open.

AdaptivIQ™

This built-in technology allows our operator to automatically adjust to external 
pressures and resistance during both opening and closing cycles. Through a 
combination of dynamic braking, responsive motor control, and Smart Power Boost 
technology, our operator compensates for wind, carpet drag, and HVAC stack 
pressure, allowing the door to latch securely and minimize the risk 
of slamming. 

Fully-Loaded Controller
With 23 total programmable settings all accessible through a user-friendly LCD 
screen, a self-calibration cycle that establishes default settings based on the 
physical aspects of the door and the opening area, and real-time error code and 
diagnostic information, this loaded control box provides users with complete control 
of our automatic operator.
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2810IQ Series

Features
Certifications Grade 1 - ANSI A156.19, UL325, UL228, UL10C, ADA, 

100 Hour Salt Spray, CSFM, Meets BAA - Buy 
American Act

Handing Handed
Door width Minimum door width 33"- 48";  

49" with finger guard
Note: Single door width per leaf 33" minimum, 
48" maximum.

Door weight Up to 600 lbs
Warranty 2 years

Fasteners Wood and machine screws (WMS)
Mounting Single door, overhead concealed, center 

pivot, offset pivot, butt hinge
Arms Center pivot arm 

Offset pivot arm
Finishes/colors/  
powder coat

•	 628 - Aluminum, anodized
•	 710 - Dark bronze, anodized
•	 711 - Matte black, anodized

Power input 115VAC single phase @60Hz, 230VAC single 
phase @50Hz

Power output 2A @ 24VDC

Product Configurations

● Available

● Not available

● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ●

Mounting

Surfa
ce m

ount s
im

ulta
neous p

air

Handed

Handing

Non-h
anded

Finish

Meta
l

Cover Arm Function

Offs
et p

ivo
t a

rm
 

Center p
ivo

t a
rm

Surfa
ce m

ount s
ingle door

Surfa
ce m

ount in
dependent p

air

Concealed sin
gle door

Concealed sim
ulta

neous p
air

Concealed in
dependent p

air

Sta
ndard

 anodize
d

Sta
ndard

 (s
ingle le

ve
r)

Regular (
double le

ve
r) 

Te
lesc

oping arm
 (d

ouble le
ve

r)

Double egress
 (p

ush
/p

ull)

	• Opening Speed

	• Opening Force

	• Hold Open Delay

	• Backcheck Speed

	• Backcheck Angle

	• Closing Speed of Door 1

	• Latch Angle

	• Smart Power Boost

	• Smart Power Boost Angle

	• Smart Power Boost Force

	• Power Assist

	• Power Assist Force

	• Push & Go

	• Alternate Action

	• Auto Reverse on Closing

	• Electric Lock Delay

	• Preload Release

	• DMSS Safety Action

	• DMSS Safety Side Ignore Angle

	• Actuator 2 Enable

	• Audible Beep

User-Adjustable Features

2810IQ-3077CP
2-3/4" Center Pivot Arm 
(ARMCP)
	• Center pivot installations 

only
	• Used with overhead 

concealed operators and 
center pivoted doors

2810IQ-3077OP
3-3/4" Offset Pivot Arm 
(ARMOP)
	• Offset pivot or butt hung 

installations only
	• Used with overhead 

concealed operators

Arm

Accessories

2810IQ-384B
Breakaway Stop (BKY)
	• Allows in-swinging door 

to swing out in case of 
emergency

	• Disables operator in 
breakaway mode

	• For center pivoted 
installations only

2810IQ-384F
Positive Stop (POS)
	• Prevents out-

swinging door from 
swinging in

	• For center pivoted 
installations only

Installation Accessories

Note: Special Templates - Customized installation templates or products may be available to solve non-standard applications. Contact LCN Product Support for assistance.
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Operator will be shipped with:

	॰ Motor gearbox mounting hardware

	॰ Controller box mounting hardware

	॰ Wood and machine screws

How to Order a 2810IQ Series Operator		

1 Choose 
operator

2811IQ

2 Motor gearbox �Standard
3 Controller Standard
4 Concealed 

header
HDR - Single door header - 33" - 48"
HDR2 - Double door header - 48.125 "- 98"
HDR2MP - Door door header w/ manual 
prep - 48.125" - 98"

5 Specify door 
opening width 
(jamb to jamb)

33" - 48"

6 Select arm ST/CP - Center pivot arm
ST/OP - Offset pivot arm

7 Track (stops) LESS - No stop (standard selection)
BKY - Breakaway stop
POS - Positive stop

8 Specify handing RH - Right Hand
LH - Left Hand

9 Voltage 115V (standard selection)
230V

10 Spindle center 2.75 (standard selection)
3.75
SPEC

11 Select finish 628 - Aluminum, clear anodized
710 - Dark bronze, anodized 
711 - Matte black, anodized

Ordering Information

Measuring Door Opening Width

Electromechanical Automatic Operators

Overall frame size

Inside jamb to 
inside jamb 

= door opening width
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